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Fig. 5. User recruitment for sensing tasks deployed in the city of Luxembourg

TABLE III
SIMULATION SETTINGS FOR ANALYSIS OF PARTICIPANT RECRUITMENT

POLICY

PARAMETER VALUE

Number of users [10 000]
Overall evaluation period 8:00 AM - 2:00 PM
Time of travel per user Uniformly distributed in [10, 20] min
Average user velocity Uniformly distributed in [1, 1.5] m/s

Timeslot duration 1 minute
Task duration 30 timeslots
Number of tasks 25
Dmax 30 m
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Fig. 6. Number of recruited users using SDRM and DBRM

participant recruitment and to implement a policy defining
user recruitment and task assignment [15]. Devising proper
recruitment policy is important: on one hand, it allows the
organizer to minimize the expenditure, while on the other
hand, it helps to choose the users that will successfully
carry out the sensing task. For example, in the public safety
context, it is essential to select users to maximize the trust-
worthiness of collected data [28]–[30]. Such policy can be
employed using distance-based recruitment mode (DBRM) or
sociability-driven recruitment mode (SDRM). In DBRM, the
spatial distance between the users and the sensing task is the
discriminant factor defining user eligibility. Users far from the

sensing task i more than Dmax are never considered as potential
contributors in that task. In SDRM, the user sociability, defined
as amount of data users consume or the time they spend using
mobile social network applications [31], is the discriminant
factor for the recruitment.

Table III lists the details of the simulation set-up. We
employ CrowdSenSim for demonstration purposes to visualize
the distribution of user recruitment and refer the reader for
further details on the results to [15]. Fig. 5 compares the
number of users recruited in SDRM and DBRM for all the
deployed 25 tasks in Luxembourg city center using the Google
Heatmaps tool. Tasks with higher number of users recruited
are marked with a bigger radius and with brighter and more
intense colors. Fig. 6 shows that SDRM outperforms DBRM
as the number of recruited users is higher for all the deployed
tasks. Moreover, for task with ID equal to 8, the SDRM is
able to recruit users where the DBRM fails.

2) Opportunistic Sensing Scenario: In the opportunistic
sensing scenario, users contribute continuously data even if
they do not receive a specific task. In this context, Crowd-
SenSim is employed for evaluation of data generation with a
fixed the number of participants set to 20 000. The objective of
the experiment is to assess during the simulation period from
8:00 AM to 2:00 PM the energy consumption attributed to
sensing and reporting operations and the amount of generated
data. The analysis is carried under the two different user arrival
patterns. Users move according to the predefined settings
illustrated in Section IV-B. In the first user arrival pattern,
the starting time of the walk is uniformly distributed between
8:00 AM and 1:40 PM to allow users starting moving towards
the end of the period to correctly end their journey at 2:00 PM.
The second arrival pattern is based on the data set with traces
of pedestrian mobility (ostermalm_dense_run2) [23].

Energy Cost for Sensing and Reporting: Fig. 7 presents
the distribution of users and their energy spent for sensing
with the uniform and traces-based user arrival patterns. For
demonstration purposes, we show the results obtained for
the sole city of Luxembourg. As expected, the user arrival
pattern does not influence the energy consumption, which only
depends on the amount of time the users generate data. As the
users contribute data for time periods as low as 10 minutes up
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Fig. 7. Energy spent for sensing and communication

to time periods of a maximum of 20 minutes, the profiles of
Fig. 7(b) and Fig. 7(a) follow a normal distribution. Current
drain of sensing operations is on average 373.41 µAh and
368.80 µAh for uniform and traces-based arrival patterns. In
the worst case, few users experience a cost that is nearly more
than double with respect to the average. Comparing to the
battery capacity available in modern smartphones, which is
in the order of 2 000 mAh, it is possible to conclude that the
energy cost for sensing is negligible with respect to the energy
spent for communications (see Fig. 7(b)).

Amount of Data Collected: The amount of information
reported by users devices is unveiled in the following ex-
periments, which evaluate the amount of data generated per
single sensor for the two different user arrival patterns and the
distribution of the data collected.

Fig. 8 shows the total amount of data collected along with
the simulation period for the two user arrival patterns. As
expected, the amount of data is proportional to the sampling
frequencies of the three considered sensors. Recalling that
each user contributes only during a short period of time (from
10 to 20 minutes), the amount of collected information is
considerable. For example, 20 000 users arriving according to
the uniform arrival pattern would generate 2.62 GiB, 12.71
GiB and 10.96 GiB for the accelerometer, temperature and
pressure sensors respectively. Fig. 8(a) shows the results for
the uniformly distributed arrival pattern. As expected, the
amount of contribution remains constant after the initial set
up as the number of users arriving in a given time window
is constant along the simulation period. Fig. 8(b) illustrates
the results for the user arrival pattern based on the data set.
Unlike the previous case, the shape of the curve follows the
probability density function of the traces as in Fig. 4.

Having the knowledge on the amount of data the users
can contribute is important, but for more precise evaluation
it is also fundamental to determine where and when these
samples are generated. CrowdSenSim provides the researchers
the capability to graphically visualize the data generation
process. With a number of users set to 20 000, Fig. 9 shows
the geographical distribution of the amount of collected data
at the end of the simulation period for Luxembourg, Trento
and Madrid. To better analyze the data generation process, we
define a new performance metric, called Sample Distribution

Coefficient (SDC), which measures the amount of generated
samples per meter and is defined as follows:

SDC =
Nt

∆
, (5)

where ∆ is the average distance between samples and Nt is
the number of samples generated during the time period t. The
parameter ∆ is defined as follows:

∆ =

∑n
i, j
i≥ j

d(i, j)

n(n − 1)
2

. (6)

The term d(i, j) is the distance (in meters) between the location
where the samples i and j were generated and the denominator
accounts for the number of pairs of samples. SDC can be
computed at any temporal and spatial resolution. The time
granularity can be fine or coarse, e.g., minute, hour or day
whereas the spatial granularity can be at block-, district- or
even city-level. For example, SCD can be employed to analyze
the per-hour data generation process in a downtown district vs
suburban district.

Fig. 10 shows the distribution of SDC for Luxembourg,
Trento and Madrid for the entire simulation period. In this
experiment, the users are located with the uniform arrival
pattern. It is interesting to notice that the lowest values of
SDC occur for the initial and final time intervals (8:00 AM
- 9:00 AM and 1:00 PM - 2:00 PM). During the initial and
final time intervals the number of participants is lower than
in the other intervals as the simulator locates the users with
a uniform distribution between 8:00 AM and 1:40 PM and
they move for at maximum 20 minutes. Having set the same
number of users for the experiment, the relation between the
SDC coefficient and the size of the area considered is inversely
proportional. The city center of Luxembourg is smaller than
Trento and Madrid. As a result, the obtained SDC value for
Luxembourg is higher.

B. Performance of the Simulator

This section provides a technical evaluation of the simulator
performance. The metrics evaluated concern processing time,
CPU and memory utilization.
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Fig. 8. Amount of data generated
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Fig. 9. Normalized distribution of amount of collected data for the different cities over the time period 8:00 AM - 2:00 PM
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Fig. 10. Sample Distribution Coefficient for the different cities over the time period 8:00 AM - 2:00 PM

Fig. 12 shows the profile of the CPU utilization expressed
in percentage obtained with the dstat tool3. The experiment
analyzes the performance in a scenario with a huge number
of users, 100 000, in the city of Luxembourg. The statistics
obtained have been filtered to spot the profile of the process
running the simulation. The resulting graph shows that the
CPU utilization can occupy as much as 25% of the available
resources and this happens at the beginning where most of the
computation occurs to process the events.

The next set of experiments aims at assessing the perfor-
mance of processing time and memory occupancy. Unlike
the previous result, these experiments are carried out de-
ploying CrowdSenSim in a Virtual Machine (VM) running
Ubuntu 14.10 with two different profile settings, namely

3Available on: http://dag.wiee.rs/home-made/dstat/

1024 MiB and 2048 MiB of memory. The setting allows
us to profile the performance of the simulator perceived by
the end users. The VM is equipped with GNOME Sys-
tem Monitor which permits to verify the system perfor-
mance. Fig. 11 shows an example for a simulation with
20 000 participants in opportunistic sensing scenario. Fig. 13
shows the results obtained. Both experiments were performed
for the city of Luxembourg, with both VMs configurations
and with an increasing number of participants from the
set {1 000, 5 000, 10 000, 20 000, 50 000, 70 000, 100 000}. The
maximum number of users was selected consistently with the
population of the city. Fig. 13(a) analyzes the processing time,
which remains almost constant for a number of participants
lower than 10 000 and then it increases exponentially for both
the configuration settings. Fig. 13(b) analyzes the memory
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Fig. 11. GNOME System Monitor
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Fig. 12. CPU utilization for a simulation run with 100 000 users

consumption with a focus on the Resident Set Size (RSS),
which defines the amount of memory the process occupies
in the RAM. For both configurations of the VM, the RSS
remains almost identical for a number of participants lower
than 20 000, then the process tends to occupy as much as
possible all the available resources.

VI. CASE STUDY: SMART LIGHTING

CrowdSenSim is a candidate tool for analysis of smart
city services. This section presents a case study where the
simulator is employed to assess the performance of public
street lighting. However, the capabilities of the simulator
are not restrained to this particular application scenario. We
are currently working to extend the simulator capabilities to
include vehicles as contributors to the data collection process
and to analyze other important and challenging issues of
modern cities, e.g., waste management. Waste management
involves the whole process of monitoring waste locations,
truck routes, collection phases and waste disposal.

A. The problem of Smart Lighting in Modern Smart Cities

Public lighting is a traditional city service provided by
lampposts widely distributed in streets and roads. Lighting
causes nearly 19% of worldwide use of electrical energy
and entails a 6% of global emissions of greenhouse gases.
A decrease of 40% of energy spent for lighting purposes
is equivalent to eliminate half of the emissions from the
production of electricity and heat generation of the US [32].
Specifically, public street lightning, which is an essential com-
munity service, impacts for around 40% on the cities’ energy
budget. Consequently, in preparation of the EU commitments,
optimizing the lighting service is a primary objective for the
municipalities [33].

The street lighting solutions currently implemented in cities
are not energy efficient. Typically, every lamp operates at
full intensity 12 hours a day on average: 8 hours during
summer and 14 hours during winter period [33]. As a result,
the costs the municipalities sustain are high [32]. A number
of different types of lamps are applicable for public street
lighting, including High Pressure Sodium (HPS), Metal-halide
(MH) lamps, Compact Fluorescent lamps (CFL) and Light-
emitting diode (LED). LEDs have an average lifetime 4 times
longer than HPS lamps and 10 times longer if compared to
MH lamps. Installing LEDs is effective to reduce hardware,
installation and maintenance costs. Low wattage provides
significant energy savings and allows increasing the lamp
efficiency [34], [35]. The HPS lamps do not support dimming
and only LEDs can be employed to perform dimming properly.
The use of LEDs is gradually gaining popularity due to its
photo metric characteristics, such as low weighted energy
consumption (kW/1000hrs), high luminous efficacy (lm / W),
high mechanical strength, long lifespan and reduction of light
pollution. LED lamps can dim the light intensity by more than
50% modifying therefore the output level of light according
to the circumstances. For example, when traffic is low or in
rarely visited areas of the city, like the parks at night. The
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Fig. 14. Coverage radius R. The presence of sensors at the lampposts enables
recognition of citizens within a radius of R.

Fig. 15. Position of lampposts in Luxembourg city center

city of Brittany in France, dims street lights by 60% between
11:00 PM and 5:00 AM to decrease waste energy [33].

We devise a smart lighting method for smart cities which
dims the light of lampposts in proportion to the number of
users in the vicinity. To detect the presence of users nearby
the lampposts a presence sensor like the SE-10 PIR motion
sensor is assumed to be installed on site [36]. With presence
sensors, every lamppost is able to recognize the presence of
citizens within a certain radius R like illustrated in Fig. 14.
Similarly to the solution adopted in Brittany, i.e., the minimum
light intensity level is 60% if no users are within the coverage
radius R and increases or decreases proportionally on the basis
of the passage of the users. In more details, if the number of
users is increasing, then the light intensity increases or remains
at 100%, while if the number of users reduces from previous
status, then the light intensity diminishes until it reaches the

PM AM
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Fig. 16. Probability density function of user mobility during the evaluation
period. Probability of a user to change their location is higher in early morning
or late evening hours.

minimum level.

B. Evaluating Smart Lighting Solutions with CrowdSenSim

To evaluate the proposed smart lighting solution with
CrowdSenSim, a set of 537 lampposts has been deployed
according to their physical location in the streets and squares
of Luxembourg City. Fig. 15 details the position of each
lamppost given in terms of coordinates <latitude, longitude,
altitude>. We compare two cases. In the proposed smart light-
ing solution each lamp is equipped with LED technology and
at full light intensity consumes 82.7 kW/1000hrs. In current
implementation, each lamp is equipped with HPS technology
consuming 172.7 kW/1000hrs at full light intensity.

The number of users moving in the city is set to 5 000. Each
of them walks for a period of time that is uniformly distributed
in [10, 20] minutes with an average speed uniformly distributed
between [1, 1.5] m/s. The users begin walking according to
a specific arrival pattern. During the evaluation period, set
between 9:00 PM and 7:00 AM, each user has a probability
to start traveling that is defined by the probability density
function (PDF) illustrated in Fig. 16. In more details, during
9:00 PM and 10:00 PM nearly one third of the total number
of users starts walking and at 7:00 AM all 5 000 users end
traveling.

Fig. 17 shows the results of the lamppost activity obtained
through CrowdSenSim. On average, the smart lighting solution
with LED technology and light dimming saves nearly 68%
of energy consumption with respect to the current adopted
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solution. Indeed, the set of lampposts consumes on average
298.5 kWh per day with dimming and a fix amount of energy
of 927.4 kWh per day with current implementation.

VII. CONCLUSION

In this paper we presented CrowdSenSim, a simulation
platform for MCS systems. CrowdSenSim is tailored to assess
sensing activities in large-scale realistic urban environments
and is designed to output results on participant recruitment,
data generation and the cost sustained for sensing and report-
ing from the users point of view. We also demonstrated the
suitability of the simulator for analysis of smart city services
with a case study on public street lighting. CrowdSenSim is
distributed as public available software.4

For future work, we plan to validate simulation results
CrowdSenSim generates with experimental data obtained from
existing crowdsensing platforms. Future development direc-
tions are twofold. First, we plan to implement a more so-
phisticated and accurate communication model to analyze in
more details the networking aspects of MCS systems. Second,
we plan to develop a function to allow researchers to define
directions of user movements on individual basis. Future
research directions will exploit CrowdSenSim to investigate
other important city services such as smart waste management
and extend the simulator to operate in vehicular environment,
where vehicles contribute to the process of data generation in
addition to mobile devices. The current trend sees automotive
companies to increase on-board equipment of vehicles with

4Available on: http://crowdsensim.gforge.uni.lu/

storage, computing capabilities and a growing set of sensors.
Data collected by these sensors is not only beneficial for the
operation of the vehicles and monitoring of their status, but
is projected to become a precious source of information for
municipalities as well.
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